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paragraph (b)(1) of this section shall re-
tain such rules at the system head-
quarters of the railroad. 

(c) For purposes of this section, the 
terms Class I railroad, Class II rail-
road, and Class III railroad have the 
meaning given these terms in 49 CFR 
Part 1201. 

§ 220.23 Publication of radio informa-
tion. 

Each railroad shall designate where 
radio base stations are installed, where 
wayside stations may be contacted, 
and the appropriate radio channels 
used by these stations in connection 
with railroad operations by publishing 
them in a timetable or special instruc-
tion. The publication shall indicate the 
periods during which base and wayside 
radio stations are operational. 

§ 220.25 Instruction and operational 
testing of employees. 

Each employee who a railroad au-
thorizes to use a radio in connection 
with a railroad operation, shall be: 

(a) Provided with a copy of the rail-
road’s operating rules governing the 
use of radio communication in a rail-
road operation; 

(b) Instructed in the proper use of 
radio communication as part of the 
program of instruction prescribed in 
§ 217.11 of this chapter; and 

(c) Periodically tested under the 
operational testing requirements in 
§ 217.9 of this chapter. 

§ 220.27 Identification. 

(a) Except as provided in paragraph 
(c) of this section, the identification of 
each wayside, base or yard station 
shall include at least the following 
minimum elements, stated in the order 
listed: 

(1) Name of railroad. An abbreviated 
name or initial letters of the railroad 
may be used where the name or initials 
are in general usage and are under-
stood in the railroad industry; and 

(2) Name and location of office or 
other unique designation. 

(b) Except as provided in paragraph 
(c) of this section, the identification of 
each mobile station shall consist of the 
following elements, stated in the order 
listed: 

(1) Name of railroad. An abbreviated 
name or initial letters of the railroad 
may be used where the name or initial 
letters are in general usage and are un-
derstood in the railroad industry; 

(2) Train name (number), if one has 
been assigned, or other appropriate 
unit designation; and 

(3) When necessary, the word ‘‘loco-
motive’’, ‘‘motorcar’’, or other unique 
identifier which indicates to the lis-
tener the precise mobile transmitting 
station. 

(c) If positive identification is 
achieved in connection with switching, 
classification, and similar operations 
wholly within a yard, fixed and mobile 
units may use short identification 
after the initial transmission and ac-
knowledgment consistent with applica-
ble Federal Communications Commis-
sion regulations governing ‘‘Station 
Identification’’. 

§ 220.29 Statement of letters and num-
bers in radio communications. 

(a) If necessary for clarity, a pho-
netic alphabet shall be used to pro-
nounce any letter used as an initial, 
except initial letters of railroads. See 
appendix A of this part for the rec-
ommended phonetic alphabet. 

(b) A word which needs to be spelled 
for clarity, such as a station name, 
shall first be pronounced, and then 
spelled. If necessary, the word shall be 
spelled again, using a phonetic alpha-
bet. 

(c) Numbers shall be spoken by digit, 
except that exact multiples of hun-
dreds and thousands may be stated as 
such. A decimal point shall be indi-
cated by the words ‘‘decimal,’’ ‘‘dot,’’ 
or ‘‘point.’’ (See appendix B to this 
part, for a recommended guide to the 
pronunciation of numbers.) 

§ 220.31 Initiating a radio trans-
mission. 

BEFORE TRANSMITTING BY RADIO, AN 
EMPLOYEE SHALL: 

(a) Listen to ensure that the channel 
on which the employee intends to 
transmit is not already in use; 

(b) Identify the employee’s station in 
accordance with the requirements of 
§ 220.27; and 
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